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Recently, many efforts have been undertaken to reduce the energy consumption of core
networks. Bundle link is a commonly deployed technique in core networks to combine sev-
eral high-speed physical sublinks into a virtual connection to achieve bandwidth upgrade
flexibility and network reliability. The traffic passing through a bundle link can be car-
ried fully over the first few sublinks (bin packing) or evenly distributed over all sublinks
(load balancing). In the current network when a bundle link is on, all of its sublinks are
on, thus, selectively shutting down a few sublinks during periods of low traffic could save
a large amount of energy while keeping the network topology stable. Previous green net-
work research studies focused on centralized global-optimization techniques which intend
to concentrate traffic into a small set of network nodes or links and shut down the other
ones under the control of the network management system. Thus, they require frequent
changes to the network topology and their solutions are not scalable even with the help of
simplified heuristics.
We propose distributed local-optimized algorithms based on thresholds for both bin
packing and load-balancing cases to dynamically adjust the number of active sublinks. In
our algorithm the core routers rely on the link utilization during the previous time slot and
use a threshold to trigger the sublinks’ up or down operations. For each bundle link we
always retain at least one active sublink to keep the network topology stable. We simu-
late an Internet2 based synthetic network using bundle links and conduct experiments for
both bin-packing and load-balancing cases. The experiment results show that a great deal
of (up to 86%) energy consumed on core router ports could be saved with appropriate pa-
rameter value settings in both cases. Employing different parameter settings for different
types of bursty links could greatly reduce congestion with limited loss of energy savings.
Compared to previously proposed ILP (Integer linear programming) based centralized al-
gorithms, our distributed algorithms can achieve high energy savings and result in fast,
autonomous, topology-invariant and scalable solutions.
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1Chapter 1
Introduction
1.1 Energy Consumption of Network
Modern industry and society rely heavily on all kinds of electronic devices and these in
turn are driven by scarce energy resources such as petroleum, gas and nuclear plant, etc.
The energy consumption of the human world has increased rapidly for a long time and has
reached 1.504 TWh in 2008 [1] and it is estimated to increase by 49% from 2007 to 2035
[2]. Specifically, electricity consumption has grown fastest and its rising speed (2.3%) is
much greater than that of the worlds’ energy demands (1.4%) [2]. ICT (Information and
communication technology), as one of the major contributor of electricity consumption is
responsible for 2% - 10% of the worldwide power consumption and the number is estimated
to reach 50% in the future years [3]. Also ICT is estimated to account for approximately
2% global carbon dioxide emissions, more than that of the aviation industry [4]. Table 1.1
shows a rough statistic of electricity consumption status of five categories of equipment in
the ICT industry [5]. From Table 1.1 we can see that Internet and its related infrastructure
and equipments have occupied considerable volume of energy consumption of ICT.
Several other statistics also attest to the significance of network equipment energy con-
2Table 1.1: Energy consumption for various equipment types of ICT
Equipment Type Est. Consumption 2007 (GW) Est. Annual growth rate
Data centers 26 12%
PCs 28 7.5%
Network Equipment 22 12%
TVs 40 9%
Others 40 5%
Total 156
sumption in ICT. Powering wired networks in the United States alone costs an estimated
0.5-2.4 billion dollars per year and total energy consumption for networked systems reaches
150 TWh (at the cost of 15 billion dollars) [6] of which one fourth of the total energy con-
sumption comes from networks and data centers [7]. A study estimated that the Internet
equipment consumed roughly 8 % of the total energy (i.e. electricity) in the United States
with the prediction of growth to 50 % within a decade. British Telecom, which consumes
0.7% of the total UK’s energy in the winter of 2007 and was listed as the biggest single
power consumer in UK [4].
There are several reasons for the increasing energy consumption by communication net-
works. First, the Internet is growing rapidly in terms of the number of users and available
devices. Today’s Internet has an enormous user base and it is continuously expanding and
admitting a tremendous number of new users and electrical devices (such as smart phones,
tablets, online gaming boxes and Internet TVs). Throughout the history of the Internet,
people have focused on developing novel network techniques (such as 3G/4G mobile, WiFi
and sensor network) and building up gigantic network infrastructures to try to enable us to
access the Internet anytime, anywhere and at high speed. Also more and more electrical
devices including phones, TVs, even watches and irrigation hoses are provided Internet-
access functions for convenient data retrieval and remote control. The flourishing 3G/4G
3mobile network which enables its users to share photo, video and music in smartphones has
poured a huge quantity of new streams of data onto the Internet. Second, the application
modes and software architectures are changing. As cloud computing becomes the trend,
more services rely on the network and the remote data centers to store and process data.
Also some new applications such as P2P (Peer-to-Peer), Twitter and Facebook are gener-
ating multiple copies of information and broadcast them to multiple users. In particular
the P2P applications inherently attempt to occupy as much bandwidth as possible to speed
up the download. Third, the content of Internet itself is changing. Internet is no longer
primarily transmitting kilobytes of text messages for each user. Current Internet services
carry much more Mega or Giga byte sized voice and video data than ever before. The com-
bination of above factors leads to the rapid increase of network bandwidth demands which
forces ISPs (Internet Service Providers) to upgrade the network infrastructure to provide
more and faster core and access switches, routers and links to accommodate the growing
bandwidth demands. Thus, the network energy consumption especially in the core network
has been growing rapidly.
The rapid increase of network energy consumption is closely related to the rapid in-
crease of traffic demands due to the following reasons. First, the Internet bandwidth is
growing fast and higher network bandwidth needs more powerful processing capabilities
and cooling systems, thus, consuming more energy. The processing capabilities of routers
and switches rely on the higher clock frequencies and design of high-speed ASIC chips in
the switch boards and line cards. Although low-voltage chip technologies have been intro-
duced, the overall power density in the chips is still increasing and the underlying power
efficiency curve has started to became plateau [8]. Furthermore, the limits of traditional
air cooling method to dissipate the heat of routers will soon be reached [8] while water
cooling systems are much more costly. Second, current networks are designed to offer best-
effort services and redundancy is provided everywhere. Over-provisioned link bandwidth
4and protection links are designed for peak traffic load or link failure which means that sig-
nificant amounts of energy are wasted. Higher bandwidth also means greater variance of
traffic [9]. Thus, network link bandwidth utilization can vary widely which also contributes
to the low efficiency of network. In fact, the Internet inherently lacks power awareness and
runs at low efficiency for a long time. One example of this is the pretty low network link
utilization. On average, the link utilization of the Internet Service Provider (ISP) network
is estimated at 30% - 40% [6]. As a result, the telecommunications industry is listed as one
of the least efficient industries in the world. From the point of view of telecommunication
carriers, energy consumption has more meaning than energy bills. Workloads exceeding
the initial design capability of the energy system or the cooling system will force the ISP
to upgrade or even physically reconstruct the whole site.
In conclusion, the power consumption of networks has increased rapidly and the situa-
tion has become more and more intolerable. Therefore, research on energy-aware network
design or green networking has become popular in recent years. Realizing that current
networks lack power awareness, all kinds of research attempts to save energy have been
conducted during these years, such as low energy consumption hardware design, network
protocol design, traffic scheduling, and green data center, etc. Among them, one of the
major concerns to be addressed is the low link utilization of current networks.
Actually low link utilization is pretty common in core networks due to several practical
reasons. First, it is normal for network traffic growth to deviate widely from what was pro-
jected. When an ISP commences constructing its network, it is hard to estimate how many
customers it will service when the network is fully implemented. The network construction
is a long process. Starting from network planing, bidding, purchasing, to the final system
delivery and servicing, several years could pass by. Also, project implementations take lots
of human resources and management time of ISP project departments. So, they mostly
prefer to follow the step size of customer growth in a rough manner, that is, they hope to
5prepare a good enough infrastructure and reduce upgrade times to avoid repeated tedious
work. Thereby, ISPs often deliberately overestimate the traffic demands and construct net-
works beyond the current demands. As a result, ISP networks commonly experience long
periods of low utilization. The second reason for low network utilization comes from the
coarse grained scalability of network bandwidth upgrades. When network traffic exceeds
current network capacity, a bandwidth upgrade will be required. ISPs cannot upgrade the
bandwidth to an arbitrary desired rate due to the limitation of current link techniques: only
a limited number of interface rates are available. For example, upgrading 1 Gbps Ether-
net connection to the next scale, will result in a 10 Gbps connection, and that possibly
would produce low link utilization since the real traffic demand normally will not increase
so quickly to ten times. Optical network techniques such as SDH (Synchronous optical
networking) and SONET (Synchronous optical networking ) have the same problem. The
third and the most important reason for low link utilization is due to the unpredictable and
bursty nature of Internet traffic. Internet traffic varies greatly according to the usrs’ com-
munication activities. The gap between the peak and the trough of the link traffic is huge
within a day. As Internet works in a best-effort basis, usually the bandwidth of a specific
link is set to be at least greater than the maximum expectation of future link traffic to reduce
the possibilities of congestions.
To increase the flexibility of bandwidth upgrades, the bundle link or link aggregation
technique is widely used in most core networks. The basic idea is to bundle several sublinks
together to serve as a virtual link. That is, instead of upgrading to the expensive next higher
rate link, we can gradually add more low-bandwidth sublinks to better follow the growth of
rising traffic. In this way, the network utilization could be increased and the network capital
and operational costs could be greatly reduced. A bundle link also helps to increase the
reliability in case of link failure and the capability of disaster tolerance of a core network.
In the following, we first introduce some concepts such as core network and link aggre-
6gation technique. After that we discuss the motivation of this thesis.
1.2 Core Network
A core network is the central part of a telecom network that provides various services to
customers who are connected by the access network [10]. Typically it refers to the high
capacity communication facilities that connect multiple primary nodes in mesh or ring
topologies. These topologies are designed based on the traffic patterns between the two
nodes and the tradeoff between redundancy and cost optimization [11]. The connections
between the nodes typically consist of wavelength-division multiplexed optical fiber links.
In the largest core networks, between 40 and 80 wavelengths are used. [11]
The Internet backbone is the biggest and the most diverse core/backbone network in
the world which has a set of principle routes between large, strategically interconnected
networks and core routers in the whole world [12]. The Internet data routes are hosted by
commercial, government, academic and other high-capacity network centers, the Internet
exchange points and network access points, that interchange Internet traffic between the
countries, continents and across the oceans of the world.
The devices and facilities in the core/backbone networks are switches and routers. The
trend is to push the intelligence and decision making into access and edge devices and keep
the core devices dumb and fast. Technologies used in the core and backbone facilities are
data link layer and network layer technologies such as SONET, DWDM, ATM, IP, etc [10].
There were several major Internet backbone providers in the telecommunications indus-
try such as Cable & Wireless Worldwide, UUNet, Sprint, AT&T and Verizon which own
some of the largest Internet backbone networks and they sell their services to ISPs. Each
ISP has its own contingency backbone network or outsourced backup. These networks are
intertwined and criss-crossed to create a redundant network. Core routers are separately
7set up to navigate data through this diverse web that the backbone creates. Due to the high
bandwidth demands, typically the trunk lines of backbone network consists of many fiber
optic cables bundled together to increase the capacity [12]. As of 2011, the most common
bandwidth of optical trunk link of backbone network is from 1Gbps to 40 Gbps. Some
backbone networks are planning to increase their core connection bandwidth to 100 Gbps.
1.3 Link Aggregation and Over-provisioned Capacity
Link aggregation or bundle link is not a new concept. Also termed as trunk aggregation, it
has several aliases depending on the standard organizations or equipment providers, such as
Ether-Channel (Cisco), Link Aggregation Control Protocol (LACP, IEEE 802.3ad), Multi-
link trunking (Nortel), Smartgroup (ZTE), EtherTrunk (Huawei), port channel, etc.
The formerly published bundle link standard is IEEE 802.3ad-2000 (LACP) which has
now moved to the IEEE 802.1AX standard and most applications conform to LACP. LACP
is a layer 2 control protocol that can be used to automatically detect, configure and manage
multiple physical links between two adjacent LACP enabled devices into one bundle link
while the aggregation technology actually can be implemented at any of the lowest three
layers of the OSI model [13].
Core routers of major vendors support LACP, e.g., Cisco 10000 and 7600 series routers
and Huawei Quidway S9300 Series Terabit Routing Switch. Cisco routers support bundle
links across multiple chassis. The reasons to bundle multiple links together to work as one
logical link are two-fold: bandwidth limitations and lack of resilience. As we discussed
before, in Ethernet and optical networks, the bandwidth upgrades are by an order of fixed
multiple such as 10. For example, Ethernet upgrades from 1 Gbits/s to 10 Gbits/s. Before
traffic demands reach the next scale, carriers prefer to manually configure to add new Eth-
ernet or SONET/SDH links alongside the existing ones and combine them into one logical
8link via link aggregation. For example, an ISP network which currently comprises of 10
Gbps connections can add three 10 Gbps links to each link to construct 40 Gbps bundle
links. Also, considering a single link connection, the cable itself or ports can fail and hence
a bundle link composed of multiple physical links could help to reduce the single points
of failure. The current Internet backbone is composed of multiple networks and the trunk
lines inside typically consist of many optical fibers bundled together to increase the capac-
ity [12]. The bundle link technology is widely applied in current core network connections
with the number of sublinks within one bundle link ranging from 2 to approximately 20
with most of them in the middle [6].
1.4 Motivation
This thesis focuses on exploring possible energy savings in the core routers of the backbone
network using bundle links.
First, we would like to know how energy is consumed in the backbone network and
core routers. Fig 1.1 shows a summary of the power consumption of core networks [11]
derived from the data sheets of Juniper T series 4 routers. As we can see, links only con-
Figure 1.1: Summary of core power distribution
tribute approximately 10% to the total energy consumption while the remaining 90% is
consumed in the core routers. Further, in the routers, 25% of the energy is consumed by the
backplane which includes power supply and fans, routing engine and switch fabric. The
9remaining 75% is consumed in the line cards, divided between the forwarding engine and
the switch fabric interface (75%) and the external interface (25%) [11]. Also the energy
consumption of core equipments will include some overhead energy consumption which is
from the cooling system, the Uninterruptible Power Supply (UPS) and some other facility
equipments. The overhead energy consumption is closely related to the energy consump-
tion of core ICT equipment and its amount ranges from 0.5 to 1 times of that of the core ICT
equipment. From the above core power analysis, we know that saving energy consumption
of core routers is meaningful and shutting down some core router ports could save a great
deal of energy of the core network.
Many efforts related to green networking have been undertaken and some important
research results have been obtained recently. Before the recent focus on green networking,
researchers have applied sleep or frequency/voltage scaling mechanisms to save energy
in traditional electrical devices. Adjusting the sleep mechanism achieves energy savings
by powering down parts of system during idle periods while the latter achieved the target
by lowering performance and voltage of system during active periods. Similar ideas have
been proposed in network equipment such as routers and switches or their attached line
cards, ports and links [7]. Some new technologies are viewed as revolutionary solutions
for reducing the network energy consumption. For example, the applications of fiber have
created extremely low power consumption in long-haul transmission systems comparing to
that of traditional electrical-cable based transmission systems. Fiber based optical network
has become the mainstream configuration of core networks. The ultimate target of optical
networking, all-optical switching remains in the stage of theoretical research and the future
development of this technology is expected to be able to fundamentally solve the network
bandwidth and energy consumption problems. Currently the core network still relies on
Optical-Electrical (O/E) and Electrical-Optical (E/O) conversion to assist in switching in
the optical network. These fiber transmission systems together with the core routers and
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switches form the major energy consumers of the core network. Since energy consumed in
long-haul fibers and optical transmission devices have been greatly reduced, the network
equipment (core routers and switches) function as the a key factor of growing importance
in terms of network energy savings.
In real network operations, the core switches, routers and their attached line cards and
ports are deliberately kept active all the time and the core equipments (such as switches,
routers, links and optical transmission systems) are commonly redundant-provisioned to
provide the best network QoS (Quality of service) and the high availability of network,
thus, great energy-saving opportunities could be explored in the energy-inefficient core
network.
Our goal is to save energy in the ports of core routers with bundle links. When deal-
ing with routers, there is an important issue which is different from dealing with network
terminals, that is, whether or not to change the network topology while achieving network
energy savings. As we know, shutting off a user computer or a server may not change the
network topology and has very limited or no impact on the survivability or performance
of the whole network; however, shutting down a core router or a bundle link attached to it,
could have drastic consequences since it changes the network topology. From our under-
standing, changing network topology to achieve energy savings currently is not a good idea
since a stable IP layer route is so critical that numerous upper-layer applications and proto-
cols rely on it and frequent routing changes bring problems of packet loss, retransmission
and serious delay, which are beyond the control of current routing protocols. Keeping net-
work topology unchanged is a strict principle in our design of core network energy savings,
which is different from some previous methods.
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1.5 Opportunity
One interesting thing about a bundle link is that, although a bundle link consists of many
physical sublinks, actually they can be shut down or brought up individually. Combined
with the fact that core networks are capacity over-provisioned, it gives us a great opportu-
nity to reduce network energy consumption if we can dynamically adjust the number of
active sublinks within one bundle link, that is, shutting down some sublinks during idle
periods or bringing up sublinks during busy periods according to the link traffic.
One presumption of this method is that the ports or line cards in the core routers should
be able to be shut down or brought up quickly to avoid too much data loss, which actually
requires hardware support from equipment vendors. Currently, the time taken for a port to
shift from the idle state to the active state could be on the order of milliseconds [14], which
is not quick enough. We believe that such quick switching technology will be developed
soon if it could be shown to save a lot of energy.
Another issue we need to consider is about which mode we should shift the router ports
to from the active state: low-rate mode or power down mode. The former is related to
the rate scaling technique and the latter means totally shutting down the ports. Current
research data shows that rate-scaling would not decrease energy consumption on the port
significantly while shutting the ports down could bring the energy consumption down to
zero [15]. That is the major reason we prefer shutting down the ports. Shutting down a line
card should save more energy than shutting down its attached ports. Due to the reason that
the number of ports in line cards differs in routers, to simplify the calculation, we use the
number of ports shutdown instead of line cards to calculate the possible energy savings.
There are two kinds of traffic distribution methods in core network applying bundle link
technique: bin-packing and load balancing. The former allows us to pack traffic into the
minimum number of sublinks while the latter attempts to evenly distribute all the traffic
12
across all the sublinks. In the bin-packing case, the utilization of the first several sublinks
and the utilization of the last sublink could be very different, while in load balancing case,
all the sublinks have almost the same link utilization. In this project, we design two differ-
ent strategies for the energy savings for the two cases.
1.6 Contribution
In this thesis, we address the problem of reducing the energy consumption in core net-
works. We design several local threshold-based methods to automate the port operations
of shutting down or bringing up sublinks to discover achievable energy savings. Our tar-
get is to investigate the trade offs between maximizing the energy savings from powering
down as many sublinks as possible and minimizing the congestion cases by provisioning
enough active sublinks to accommodate traffic shifts. Furthermore, we evaluate the per-
formance of applying different parameter settings to the above algorithms. Finally, we
separately apply the different parameter settings to different bundle links according to the
historical traffic characteristics of these bundle links, in order to achieve a better tradeoff
between energy savings and congestion risk. We conduct several experiments based on an
Internet2-derived synthetic network. First, we study the maximum possible energy savings
in an Internet2 derived synthetic network by locally shutting down sublinks during idle
periods and bringing up sublinks during busy periods to get an idea of the upper bound
of energy savings. Then we separately deploy our proposed algorithms to bin packing
and load balancing cases. Furthermore, we evaluate the tradeoff performance in the two
cases by changing the parameter settings and finally we achieve a better tradeoff by setting
different parameter settings to different bundle links (based on their burstiness). The ex-
periment results show that the locally optimized threshold based methods can save most of
the port energy consumption in this synthetic core network and, by appropriately adjusting
13
the parameter setting of each bundle link, the accompanying congestions can be greatly
reduced with limited loss of energy savings. Compared to the slow, centralized, unscal-
able and topology-variant global-optimized green networking methods, our approach is a
distributed, fast, autonomous, topology-invariant and scalable solution. Although the theo-
retical energy savings of our approach is less than those of the global-optimized methods,
our approach still achieves most of the energy savings in a more practical way.
1.7 Outline
This thesis has been organized as follows. Chapter 2 first presents the general network en-
ergy saving methods in the literature and then discusses several global optimized methods
proposed for green networks. Chapter 3 discusses our proposed local optimized threshold
based methods and possible parameter settings. Chapter 4 describes the simulation experi-
ments based on an Internet2-derived synthetic network and their results. Chapter 5 provides
the conclusions and describes the possible future work.
14
Chapter 2
Related Work
Recently green networking research has drawn attention and become popular due to the
daily rapidly increasing energy consumption and the resulting energy crisis. This research
interest also comes from the requirements of the major core network carriers (such as AT&T
and Sprint) and ISPs (Internet Service Providers) to reduce the cost of the network infras-
tructure and its corresponding energy consumption in order to increase profitability. The
early methods focused on hardware redesign to reduce the network energy consumption.
However, there is increasing realization that solely relying on developing low consumption
silicon technologies is not enough to solve this problem; upper layer mechanisms should be
involved in achieving great network energy savings [16]. Our thesis focuses on the energy
savings of the core routers in the fixed core network with bundle links. In the following,
first, we introduce the classification of some recent approaches to enabling green network-
ing. Then, we discuss approaches particularly related to our work on core networks.
15
2.1 A General Taxonomy of Green Networking
Approaches
In terms of energy savings, the research studies on different types of networks may have
different objectives. For example, studies on sensor networks and cellular devices expend
a great deal of effort on increasing battery life time of devices or deploying special antenna
technologies to minimize the radiation power with fixed wireless signal coverage, thus,
different methods and strategies could be applied in different types of networks and in
different parts of the network. Here we only discuss the green networking concepts and
approaches deployed in fixed networks, which can be divided into three categories: re-
engineering, dynamic adaptation and sleeping/standby [16].
Re-engineering approaches aim at redesigning energy-efficient elements for network
device architectures by optimizing the internal organization of devices and reducing their
intrinsic complexity levels. These are usually hardware-based approaches consisting of new
silicon technologies (e.g., for ASICs, FPGAs, network/packet processors, etc.), memory
technologies (Ternary Content-Addressable Memory (TCAM), etc.) for packet processing
engines, and novel media/interface technologies for network links (energy efficient lasers
for fiber channels, etc.) [16]. The most challenging solution is the adoption of pure-optical
switching architecture to replace the traditional electrical switching system. The study in
[17] emphasizes that photonic technologies alone will not solve the looming energy bottle-
neck problem. Some other typical re-engineering methods focus on decreasing voltages in
chipsets, reducing the number of gates in the forwarding hardware, customizing silicon for
packet forwarding and even synchronizing the operations of routers and scheduling traffic
in advance [16].
Dynamic adaption approaches are designed to modulate capacities of network device
resources (such as bandwidths used, computational capacities of packet processing engines,
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etc.) to meet actual traffic loads or service requirements. Two major approaches are power
scaling and idle logic. The former allows dynamically reducing the working rate of pro-
cessing engines or link interfaces while the latter allows rapidly turning off sub-components
when no activities are performed, and bringing them up when the system receives new ac-
tivities such as “Wake-on-packet” [16]. Generally these approaches need an optimization
policy to configure and control the capabilities and states according to the estimated work-
load and service requirements and they are usually implemented as a software application.
Many schemes and methods have been developed, however, to calculate the optimal so-
lution requires significant computation and an estimation of the current workload which
might not be feasible in all cases [16].
Sleeping/standby approaches are used to smartly and selectively drive unused network/device
portions to low standby (with very low power consumption) modes, and to wake them up
only if necessary. These approaches are characterized by higher energy savings and much
longer wake-up time. The underlying fact of these approaches is that the sleeping equip-
ment might lose its network connectivity and affect the availability of applications and
services relying on it. For example, sleeping servers might lose their TCP connections.
Some proxy methods such as Network Connectivity Proxy (NCP) are introduced to allow
devices to overcome this problem. For example, an NCP can handle ARP, ICMP, DHCP,
and other low-level network presence tasks for a group of network hosts [18].
2.2 Related Work
Previous energy saving methods in ICT have focused on the re-engineering of silicon chip
or low-power-consumption hardware design. The study in [19] makes the first break-
through in promoting energy saving in the Internet. The authors discover that the ineffi-
ciency of the Internet is worse than a typical wireless LAN due to networking devices in
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Internet consuming a great deal of energy even when idle [19]. They classify the possi-
ble energy saving approaches at three levels: at an individual switch or router level; at
the network level; at the Internet level to allow route adaptation and consider putting the
router or some subcomponents of the router to sleep as an appropriate method to save en-
ergy. They discuss the prerequisites and strategies to implement sleeping and the impact
of the sleeping approach on the implementation of popular switching and routing (OSPF
and BGP) protocols. In [20], the authors investigate the feasibility of the sleeping option in
LAN switches. Also they design a DELS (Dynamic Ethernet Link Shutdown) algorithm to
achieve significant energy savings in a LAN while keeping packet delays within reasonable
bounds. The DELS algorithm makes sleeping decisions based on buffer occupancy, the be-
havior during previous packet arrival times and a configurable maximum bounded delay.
In [21], they introduce a mechanism to predict the number of packets that may arrive in
a given interval of time to allow shutting down the link temporarily. This new algorithm
achieves significant energy savings (40% - 80%) in typical LAN traffic and it works even
for highly bursty traffic but at the cost of increased packet loss and delay. The study in
[22] proposes three schemes for power reduction in switches − Time Window Prediction,
Power Save Mode and Lightweight Alternative and the authors propose a novel architecture
for buffering ingress packets using shadow ports. The results show that up to 32% energy
savings could be reached with minimal increase in latency or packet-loss. With the support
of Wake-on-Packet features, shadow ports and fast transitioning of the ports between their
high and low power states, these savings reach 90% of the maximum theoretical savings.
The authors in [15] suggest two kinds of power management schemes that reduce net-
work energy consumption: sleeping during idle periods and adapting the rate of network
interface based on the traffic. The sleeping method uses a lot of time and energy when many
transitions between sleeping state and active state happen. To solve this problem, they pro-
pose a smart buffering mechanism at the interface which relies on edge routers to group
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packets between the same source-destination pair and transmits them in bursts to minimize
the number of transitions and maximize the sleeping time. By applying simple power man-
agement algorithm, their experiment shows that with the right hardware support, there is
the potential for saving much energy with a small and bounded impact on performance,
e.g., a few milliseconds of delay [15] .
In [8], the authors propose a general model for router power consumption based on
energy consumption measurement of different configurations of widely used core and edge
routers. Along with mixed integer optimization techniques, they explore the potential im-
pact of power-awareness in a set of example networks. Their experiments show power
consumption in experiments can vary by as much as an order of magnitude indicating that
there may be substantial opportunities for reducing power consumption in the short term
[8].
The authors in [23] apply multiple energy saving approaches into their work. They
propose two types of approaches for power saving routers: power-efficient designing and
the power saving designing. Power-efficient designing basically uses a hardware-advanced
low-power-consumption approach in routers which includes integrated ASICs/FPGAs of
routers, developing a scalable central architecture and using new high-speed memories and
high-speed interfaces such as a SerDes. The experiment results show that they success-
fully developed a router with a throughput of over 1Tbps while the power per throughput
(W/Gbps) was reduced by over 50% compared to conventional routers. In power saving de-
sign, they proposed an approach to cutting down wasted power consumption which includes
methods for static performance control and dynamic performance control. The former can
shut down the unused slots and ports in a switch in a static way and requires halting the
forwarding procedure and the static performance control also applies the method of fre-
quency switching, which is claimed to have achieved a savings of 10-20% power reduction
during the power saving mode. The authors introduce the dynamic performance control as
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a promising power saving approach for next-generation routers in which they attempt to
control the router’s performance dynamically according to the amount of received traffic.
This method uses the dynamically performance-controllable router architecture/circuit and
the traffic monitoring/predicting technology. The dynamically performance controllable
router architecture/circuit enables a multi-level fine granularity performance control and
enables the switch to avoid performance degradation. The authors propose turning On/Off
the individual packet processing engine to control the performance of the router. The traffic
monitoring/predicting technology uses Energy Efficient Ethernet (EEE) which is an IEEE
standard [24] by changing the PHY speed according to the incoming traffic, from 10Base-T
to 10GBase-T to save energy at the Ethernet interfaces.
In [25], the authors propose a novel approach to switch off network nodes and links
while still guaranteeing full connectivity and maximum link utilization. By defining which
is the minimum set of routers and links that have to be used in order to support a given traf-
fic demand, they attempt to power off links and even full routers while guaranteeing QoS
constraints, such as maximum link utilization. Simple algorithms have been presented to
select which elements have to be powered off, and simple scenarios have been considered to
assess the proposed heuristics and the achieved energy savings. The authors provide an ILP
(integer linear programing) formulation of the problem in which the objective function is
not to minimize cost or maximize performance, but to minimize the total power consumed
by the network, while connectivity and maximum link utilization are taken as constraints.
This ILP problem is shown to fall in the class of capacitated multi-commodity flow prob-
lems, and therefore it is NP-complete; they proposed some heuristic algorithms to solve it.
Simulation results in a realistic scenario show that it is possible to reduce the number of
links and nodes currently used by up to 30% and 50% respectively during off-peak hours,
while offering the same service quality.
An experiment of applying multiple energy saving methods in a real IP backbone net-
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work with the real traffic profile was conducted in [26]. In this experiment, the authors
create a hierarchically designed topology which is similar to the actual topology of the na-
tional ISPs. In the designed topology there are 8 core nodes connected by 50 Gbps links,
52 backbone nodes connected by 20 Gbps links, 52 metro nodes connected by 10 Gbps
links and 260 feeders connected by 10 Gbps links to metro nodes. The matrix of traffic de-
mands are generated from some basic knowledge of Internet traffic such as 30% of traffic
is confined within the same ISP, while 70% of traffic is coming from and going to other
ISPs. After that, they propose a simple algorithm to select the network equipments that
must be powered on in order to guarantee the service. The basic idea is to sort the devices
according to the amount of energy they consume, and then try to power off first the devices
that consume more energy. Also they first try to power off the nodes and then try to power
off the remaining links. Simulation results in a realistic scenario show that it is possible
to reduce more than 23% of total energy consumption, which corresponds to a saving of
3GWh/year.
In [27], the authors view the traffic load as one of the most influencing factors of the
total energy consumption of equipment and study the energy consumption from a traffic
load point of view. They introduced the concept of energy profile (EP) as the dependence
of the energy consumption (in Watt hour, Wh) as a function of the traffic load or traffic
throughput of a particular network component and proposed several energy profiles for
telecom equipments such as Linear energy profile, Log10 energy profile, Log100 energy
profile, Cubic energy profile and On-off energy profile. Then they extend the energy aware
routing (EAR) towards an energy profile aware routing (EPAR) and include energy profiles
into dimensioning, routing and traffic-engineering decisions. Experiments based on core
topology of 50 locations and 88 edges are conducted to check the performance of applying
different energy profiles and route optimization approaches. The results show energy sav-
ings of more than 35% can be achieved by applying energy profile aware routing compared
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to shortest path routing.
The authors in [28] addressed the problem of achieving a tradeoff between conflicting
objectives of using a sleeping mode: to minimize the total energy consumed by the network
elements and to minimize the end-to-end delay experienced by the connections. They pro-
pose routing and scheduling algorithms in scenarios which allow only a zero-rate sleeping
state and a full-rate state for network equipments. They present different scheduling strate-
gies in frame-based periodic scheduling or on a single line topology and realize scheduling
for arbitrary topology by partitioning the network into a collection of lines and separately
apply the schedule on them. In case the routing is given, they compared the performance of
two schedules: active period proportional to local traffic or global traffic. The study shows
that the end-to-end delay of the latter is much shorter.
The authors in [6] investigated energy savings in bundle links for the first time. They
argue that removing entire links from the topology might cost too much (in terms of capac-
ity and connectivity) and can lead to transient disruptions of the routing protocol; instead
they propose shutting down some sublinks in a bundle link to avoid the problem. Given a
topology, bundle size and traffic matrix, they attempted to identify the optimal set of cables
to shut down and this problem is formulated as an Integer Linear Programming (ILP) which
is NP-complete problem. They proposed three heuristics based on linear optimization tech-
niques: Fast Greedy Heuristic (FGH), Exhaustive Greedy Heuristic (EGH), Bi-level Greedy
Heuristic (BGH). Their methods are centralized and conducted in the network management
system by using the traffic matrix and the network topology. The heuristics remove cables
in a certain order until no further cables can be removed and differ in the order selection and
the numbers of removed sublinks [6]. Experiments based on both synthetic and realistic
topologies are conducted to evaluate the performance of three heuristic algorithms and the
results show that their energy-saving performances are almost indistinguishable while the
Fast Greedy Heuristic (FGH) algorithm takes much less running time than the other two.
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Table 2.1: Summary of running times
Topology FGH EGH BGH
Abilene 8±2 sec 50±8 sec 5±2 min
Waxman 50±20 17±5 hr *
Hierarchical 14±4 min * *
Obviously, FGH is the preferred heuristic. Table 2.1 shows the running times of the three
heuristics in the three network topologies used in the experiments. The asterisk represents
an unacceptable running time.
From the experiment results, we can see that with more nodes, edges, and demands,
the computation time for heuristics are increasing quickly and a scalability problem could
arise there. Even for the quickest heuristic, FGH takes 8 ± 2 seconds in the Abilene, 5 ±
20 mins in the Waxman and 14 ± 4 mins in the Hierarchical topology respectively, which
is too long to be practical. Imagine all the routers having to wait for at least 30 minutes
to get the link scheduling solution from the network management in the Waxman topology.
A lot of congestion could occur during this period. Therefore, these heuristics are hard
to realize for real-time control and operation on bundle links and face serious scalability
problems which will greatly limit the upgrading of the core network. Another disadvantage
of these heuristics is the presumption that network demands are known in advance while
in reality traffic demands in the backbone are shifting all the time and remain hard to
predict. The differences between the presumed demands and the real traffic could totally
change the calculation results and some bundle links might end up shutting down too many
sublinks. The corresponding risks of congestion might offset the energy-saving benefit.
Also the authors ignore exploiting the historical traffic information to assist in making
decisions on port operations and their methods save energy at the cost of changing topology,
which might negatively impact the performance of upper layer applications. We argue
that, although combining several links’ traffic together and conducting a global optimized
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precise calculation might save more energy, due to the inscrutability of link traffic patterns
in the core network, it might be more reasonable to allow the router to shut down or bring
up ports by itself based on the historical traffic information. This approach might not
achieve the maximum energy savings but it should work faster, autonomously and avoid
the scalability problem. As we discussed, previous centralized green core network research
studies focused on global-optimization techniques which intend to concentrate traffic into
a small set of network nodes or links and shut down the other ones. Thus, they require
frequent changes to the network topology. Most of these global techniques actually are
NP-complete problems whose solutions are not scalable even with the help of simplified
heuristics. Considering this, our approach involves a distributed and local optimization
algorithm.
2.3 Summary
In this chapter we first introduced the general classification of approaches to enable green
networking. Then we discussed the green networking techniques applied in the fixed core
network which are related to our work. Specifically we discussed several centralized global-
optimized methods in green networks and a particular paper [6] which first addresses the
topic of green core network operation in bundle link scenario. We analyzed the major
problems of these centralized algorithms. In the next chapter, we discuss our proposed
distributed local-optimized methods in the green core network.
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Chapter 3
Problem Setting and Our Approach
In this chapter we formalize the problem setting and discuss our proposed distributed
locally-optimized algorithms for energy savings in the core network. Basically these are
link utilization threshold based algorithms to enable the core router to direct its port opera-
tions (shutting down or bringing up sublinks) while at the same time keeping the network
topology unchanged. For the two bundle link traffic distribution cases (bin packing and
load balancing), we separately developed two slightly different algorithms. Also we con-
sider the strategy of deploying different parameter settings of these algorithms to different
bursty bundle links to achieve a better tradeoff between the energy savings and the conges-
tion risk.
3.1 Problem Setting
The problem is to determine at each time slot for each bundle link how many of its sublinks
should be active. A centralized globally-optimized method [6] was previously proposed
which however could result in some problems. The first problem is that their method needs
the knowledge of traffic requirements of the whole network which is hard to estimate. The
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second problem is that their method is ILP (Integer Linear Programming) based which is an
NP-complete problem and to solve it could be time consuming depending on the size and
the complexity of the network, which makes their method not scalable. The disadvantages
of their method were fully discussed in chapter 2.
We would like to propose a distributed algorithm which makes the sublink operation
decision at the local core routers. That is, for each bundle link, its number of active sublinks
is decided independently and locally. Ideally, the traffic demand of bundle links at each time
slot are known in advance. Let us say for one bundle link L, the traffic demand in the next
time slot is D. The number of sublinks in it is N and currently the number of active sublinks
is C. Each sublink has bandwidth B and the utilization threshold of L is set as T. Then the
formula for sublink determination for next time slot is shown in equation 3.1
A = ⌈
D
B ∗ T
− C⌉ (3.1)
If A is positive, it means that A sublinks need to be brought up; zero means nothing to do;
otherwise, A sublinks could be shut down. One problem with this method is that D is hard
to predict precisely and it is expected that there is variance between the estimated traffic
and the real traffic. So equation 3.1 can be applied to calculate the optimum value but not
be practical in calculation of real case. Actually since we don’t know how much traffic
increase or decrease in the next time slot maximumly, we can only speculate the traffic
demand of the next time slot based on the actual traffic in the previous time slots. Here, we
simply assume that only the traffic data in the last time slot are given as input.
Finally, the problem can be formalized as follows: in the core network, for each bundle
link L, given its link traffic data D′ in the last time slot and its number of sublinks N,
find a good setting of the number of active sublinks C′ for the next time slot to achieve
a better tradeoff P between energy savings E and possible additional cost K. Here, the
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possible additional cost K is referred to as two issues. The first issue is the impact of
congestion. Currently we count the occurrences of congestion to quantify their impact. In
the future we want to count the total size of data loss due to congestion as the impact of
congestion since it could give us a better sense of its influence to the network QoS (Quality
of Service). The second issue is the cost of port operations (shutting down or bringing up
router ports). A port operation consumes energy and might result in some data transmission
delay. Due to different core routers might have different energy consumption and time
delay in port operations, currently, we only count the number of port operations to show
their different influence to energy savings in different parameter configurations. With more
concrete data of port operations from core routers’ providers, we can quantify the impact
of port operations and introduce it into our tradeoff consideration. But that will be a part
of our future work. In this study, the tradeoff is mainly between the energy savings and
the occurrences of congestion. Also in some experiments we provide the number of port
operations as a reference.
3.2 Our Approach
The basic idea of saving energy in a bundle link is that during each time slot we try to
use the minimum number of sublinks to carry the whole link traffic to save energy. That
is, when the traffic is low, we shut down some sublinks and the associated ports of routers,
while retaining the Internet2 layer3 adjacencies; when traffic rises high enough, we bring up
a few sublinks to satisfy the increased bandwidth requirement. To maintain an unchanged
network topology, at any time, each bundle link should keep at least one sublink active.
To predict current traffic based on previous one, a simple way is setting an alarm line
just like the flood alarm line, such that only if the traffic rises to or beyond the line, the alarm
signal will be triggered to activate the corresponding operations. Better traffic speculation
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methods based on some statistical models could be developed to improve the performance.
Also in practice service providers care about the link utilization more than the amount of
link traffic passing through. So the first step of our calculation is converting the link traffic
to the link utilization. Then some utilization headroom should be reserved for the bursty
traffic, thereby, a special link utilization threshold is set up. When the link utilization of the
last sublink in previous time slot reaches to or beyond the utilization threshold, the signal
of adding sublinks is triggered, and in the next time slot, one or more new sublinks will be
activated to adapt to the rising traffic. The number of new added sublinks can be one, or
two or more depending on the character of link traffic and how aggressive or conservative
the strategy is adopted. If the traffic is always very bursty, the increasing traffic could easily
exceed the load capabilities of the active sublinks which we call congestion or overflow. In
that case, each “add-sublink” signal should activate more sublinks to allow rising traffic
to reduce the possibility of congestion, otherwise, each time adding one sublink might be
enough. In the Internet2 case, due to the fact that some links are reserved for education and
research purposes, their link traffic loads turn out to be much more bursty and unpredictable
than those of the normal ISP links.
The basis of the method is that a router has the best knowledge of its current link
traffic and setting appropriate sampling frequency and utilization threshold of link traffic
could make the router sensitive and agile enough to respond to the varying traffic. In our
method, the utilization threshold is set as the major parameter to decide the number of active
sublinks for each bundle link. Also as we discussed earlier, there are two types of bundle
link traffic distribution methods deployed in the real network. In the bin packing case, the
traffic passing through a bundle link can be carried fully over the first few sublinks; while
in the load balancing case, the bundle link traffic are evenly distributed over all sublinks.
We deployed two algorithms for the two cases which have the same principle but slightly
different strategies. Now we separately discuss the strategies of these two cases.
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3.2.1 Strategy for bin packing case
In the bin packing case, we only care about the utilization of the latest-activated sublink
and assume the other active sublinks are fully loaded. Only when the utilization of latest-
activated sublink goes beyond the threshold, does the router bring up a new sublink to
allow for increased traffic and when the link utilization of latest-activated sublink decreases
to zero, the sublink is shutdown to save energy. Thus there are two thresholds which are
used by a core router. A high threshold (thigh) which triggers adding a sublink and a low
threshold (tlow) which triggers shutting down a sublink. In our study, we always set tlow to
be zero, so that we do not accidentally lose any traffic. However, we set thigh threshold to
a high value (such as 90%) to study its impact on the energy savings. In the remainder of
the paper, we refer to the thigh threshold as simply threshold.
3.2.2 Strategy for load balancing case
In the load balancing case, each active sublink reserves headroom, thus, the risk of con-
gestion is reduced. The algorithm for the load balancing case is similar to that of the bin
packing case with two improvements. First, since the number of active sublinks varies
within a day, we improve the balance of bursty cushion capability by using float utilization:
according to the number of active sublinks in the previous time slot and currently deployed
utilization threshold, we slightly regulate the threshold up or down. Also we conduct some
statistical investigations which leads to our second improvement. In our Internet2 traffic
based experiment, we found that it is common that the congestions occur as a group in a
short period. That is, two or more congestions could happen in a short period. We are not
sure about the deep reasons for this phenomenon thus far. We speculate that it might come
from the burst mode of the edge routers or because of the Internet caching mechanism. The
normal traffic waves appear as a controllable gentle shape just like waves on a peaceful lake
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while some specific events could stimulate the rapid increase of traffic. And for each event,
its impact form is not a simple spike but a group of them which occur within a short time
period, just like the ripples generated by throwing a stone in the lake. This phenomenon
could imply that the bursty traffic in the core network contains some unknown internal
patterns. We can utilize this result by deploying a time delay parameter to constrain the
operations of shutting down sublinks within the next ten time slots. That is, as long as a
congestion occurs, a ten-time-slot delay signal is enabled which will stop the operations
of shutting down sublinks within the next ten time slots even though the utilization of the
latest-activate sublink decreases to zero. Currently, we only apply the floating threshold
and the delay mechanism in the load balancing case. But we argue that they also can be
applied in bin packing case, since the size of the headroom space in bin packing also could
vary with the time and the number of active links and the delay mechanism still works
when a group of traffic spikes appear. In this study, we show that some feasible methods or
improvements could help in improving the tradeoff. We only test these methods in some
special-case experiments to show their validity and we claim that they can be deployed in
other scenarios as well.
3.2.3 Tradeoff
As we can see, the principle of our distributed locally-optimized algorithm is to save energy
by rightsizing the bundle link capacities and by increasing their link utilizations at the cost
of increased congestion.
Actually, congestions happen sporadically and cannot be 100% guaranteed to be re-
moved in all networks due to the unpredictability and bursty nature of the network traffic.
The congestion could bring the problems of data loss and affect the performance of higher
layer applications. Some methods and techniques have already been applied to reduce or
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remove the impact of congestion. One of them is the congestion avoidance mechanism in
the TCP protocol. Another common method in ISP networks is utilizing the monitoring
function of network management system to periodically gauge the work load and utiliza-
tion of each link and deploy some rerouting mechanisms to redistribute the excessive traffic
through load balancing. With these efforts, the impact of congestion could be greatly re-
duced or removed if the congestions happen in a low amplitude and last for a short period.
Otherwise, the situation could become even disastrous if the congestions occur frequently
in large amplitude or last for a long time, especially when that link is a high speed link.
Locally-optimized algorithms could increase the possibilities of congestion since the head-
room of bundle links are greatly compressed and the bursty traffic can more easily break
through the roof.
When congestion happens, the response time of the distributed locally-optimized al-
gorithms depends on two factors: how quickly it detects the congestion and how fast it
calculates the solution. The calculation time of distributed locally-optimized algorithm
is almost negligible since it uses simplified local-decision-making strategy and does not
need to solve the ILP-based NP-complete problems. Actually the maximum congestion
detection time in our locally-optimized algorithm almost equals the traffic sampling inter-
val. The sublink scheduling decisions rely on the core routers instead of the management
system, thus, it could increase the link traffic sampling frequency to reduce its response
time and the local decisions can be made at the same rate as the sampling frequency. In
that case, the response time of locally-optimized solution could be greatly reduced. And
we note that increasing sampling frequency might greatly increase the workload of routers.
For example, in the Internet2 network, the core routers sample link traffic at a frequency of
every 10 seconds.
When we are exploring the possible energy savings in the core network, however, we
cannot simply pursue as much energy savings as possible and ignore the possible impact
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from too frequent congestion; also since the network impact from small congestion could
be negligible, we might accept them without losing the chance of greater energy savings.
The final objective of this study is to look for good tradeoffs in this case. In our algorithms,
two parameters mostly contribute to the control of the height of dynamic roof and the
compression rate of headroom: the link utilization threshold and the add-sublink strategy,
which is, how aggressive is the strategy to add new subinks when it needs more bandwidth.
To reach a better tradeoff between the energy savings and the congestion risk, we consider
making these two parameters dynamic intuitively. We note that, a lower utilization thresh-
old strategy could reduce the possibilities of congestion at the cost of lower energy savings
since now the headroom for bundle link is greater. Also a more aggressive strategy (acti-
vating more sublinks every time) works along the same way: reducing the energy-saving
benefit to decrease the congestion risk. In the experiments, we would like to separately
evaluate their performances in different parameter settings. We could further improve the
tradeoff by setting different value combinations of these two parameters to different bundle
links according to the burstiness of their traffic.
Algorithm 1 FLHT algorithm
Require: In bundle link set L, for each bundle link Lx, its latest-activated sublink’s link
utilization at the previous time slot i − 1 (Ui−1x ) and its number of active sublinks at
the previous time slot i− 1 (Ni−1x ).
Ensure: The number of active sublinks for bundle link Lx at time slot i (Nix)
1: for each time slot i do
2: for each bundle link Lx do
3: if Ui−1x ≥ 90% then
4: Nix = N
i−1
x + 1.
5: end if
6: if Ui−1x ≤ 0% then
7: Nix = N
i−1
x - 1.
8: end if
9: return Nix
For the bin packing case, we develop a distributed locally-optimized algorithm with
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Algorithm 2 DLHT algorithm
Require: In bundle link set L, for each bundle link Lx, its latest-activated sublink’s link
utilization at the previous time slot i − 1 (Ui−1x ), its number of active sublinks at the
previous time slot i− 1 (Ni−1x ) and its add-sublink strategy Saddx .
Ensure: The number of active sublinks for bundle link Lx at time slot i (Nix)
1: for each time slot i do
2: for each bundle link Lx do
3: if Ui−1x ≥ 90% then
4: if Saddx is Low Strategy then
5: Nix = N
i−1
x + 1.
6: end if
7: if Saddx is Medium Strategy then
8: Nix = N
i−1
x + 2.
9: end if
10: if Saddx is High Strategy then
11: Nix = N
i−1
x + 3.
12: end if
13: end if
14: if Ui−1x ≤ 0% then
15: Nix = N
i−1
x - 1.
16: end if
17: return Nix
fixed threshold and fixed add-sublink strategy which is called FLHT (Fixed Local Heuristic
Threshold-based) algorithm as shown in Algorithm 1. Then we propose another algorithm
which deploys dynamic parameters which we refer to as DLHT (Dynamic Local Heuristic
Threshold-based) algorithm as shown in Algorithm 2. We consider three types of DLHT
algorithms with different add-sublink strategies: highly aggressive, moderately aggressive
and least aggressive. We separately call them DLHT-High, DLHT-Medium and DLHT-Low
algorithms. The differences among them are: DLHT-High algorithm always activates three
sublinks when the current link utilization exceeds the threshold; while DLHT-Medium
and DLHT-Low activate two and one respectively. The similarity among them is that:
they all shut down only one sublink each time the utilization of latest-activated sublink
goes down to zero. The reason for shutting down only one sublink when necessary is that
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we observed that traffic often increases quickly and drops quickly and the strategy which
reduces the number of sublinks aggressively will lead to frequent port operations which not
only consume considerable energy but also add to time delays, thus, offsets the benefit.
Actually the DLHT-Low algorithm is identical to our previous FLHT algorithm. An-
other reason to design the DLHT-High and DLHT-Medium algorithms is that in the exper-
iments we found that there are cases of very bursty link traffic. For example, sometimes
some bundle link are so bursty that their link traffic increases to more than double or triple
of the last time slot. We call that kind of congestion a super congestion and each time acti-
vating one sublink is definitely not enough in that case. Super congestion does not happen
in every bundle link and can be viewed as a characteristic feature of the bursty links. For
example, Internet2 is a US national research and educational network whose core network
comprises of 9 sites connected by 26 links and for each pair of connected sites there are two
separate links. Observing the long-term traffic of Internet2 core network links, we found
that traffic shapes of those links are very different: some of them are always very bursty
while the others are much smoother. Fig. 3.1 shows a typical example which presents the
traffic shapes of two Internet2 links (No. 5567 and No. 5568) between Chicago and Kansas
City. According to the different traffic shapes, we classified all the Internet2 links into two
groups: the very bursty link group and the normal bursty link group. What we found is
that the super congestion all happened in the very bursty link group and the occurrence of
normal congestion in the very bursty link group is much more than that of the normal bursty
link group. This is reasonable as burstiness is the major reason for producing congestion.
Intuitively, it is more difficult to use rerouting or congestion control mechanisms to reduce
or remove the impact of super congestion than doing that in the normal congestion.
Since the possibilities of super congestion are very small, always activating some extra
idle links to prepare for the rare chances of congestion would definitely reduce the amount
of energy savings. More aggressive algorithms lead to more loss of energy savings. We
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Figure 3.1: Traffic shape of bursty link and smooth link in Internet2
prefer to reduce congestion as much as possible with limited loss of energy savings.
For load balancing case, we use a floating threshold. The major reason is to balance
the congestion cushion capability of the bundle link within a day. Two factors affect this
capability: the number of current active sublinks and the current deployed threshold. Ac-
cording to the two factors, the threshold in the load balancing case is automatically adjusted
(slightly moved up or down) to attempt to keep a consistent headroom space. Another im-
portant improvement in load balancing case is the delay remove-sublink operation mecha-
nism. Previously we have discussed the reason for deploying this strategy and we note that
different networks might have different traffic characteristics, and hence the setting of delay
time on them might be different. In our Internet2-based simulation experiment, setting the
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delay time as 10 seconds is good enough to remove many possible congestion events with
limited loss of energy savings.
Finally, we reach a better tradeoff by assigning different parameter settings to different
bursty links. Since ISPs care about the possible network congestions more than energy
savings, in this study, the tradeoff is inclined to reduce the network congestion as much as
possible with limited loss of energy savings. Also, in this study, we did not consider the
possible time delay from the port operations and provide the comparison of number of port
operations for different solutions in some experiments.
3.3 Summary
In this chapter, we discussed the problem statement and our proposed distributed locally-
optimized algorithms in both bin packing and load balancing cases. Specially, we discussed
the different methods and strategies to reach better tradeoffs between energy savings and
congestion risk. In the next chapter, we discuss the synthetic network based simulation
experiments based on our algorithms and evaluate their performance.
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Chapter 4
Experiment and Results
In this chapter we discuss our simulation experiments and analyze the results based on our
distributed locally-optimized algorithms.
4.1 Experiment Environment Setup
To check the performance of our proposed algorithms, we construct a synthetic network
which simulates the network topology of the Internet2 core network. Also we utilize the
Internet2 link traffic data which are collected and stored by RRDtools in the synthetic
network to best simulate the real network traffic.
4.1.1 Internet2
Internet2 is an U.S. research and education network which is designed to provide dynamic,
innovative and cost-effective hybrid optical and packet network. The core network of Inter-
net2 is composed of 9 sites connected by 26 links and for each pair of connected sites there
are two separate links. In comparison to a commercial ISP network, Internet2 releases the
information about its network topology and provides its complete link traffic data in the
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form of RRD (Round Robin Database) file to download.
4.1.2 RRDtool
The RRD tool fetches requisite data in a round robin manner from multiple DS (data
sources) and consolidates the data in multiple methods and stores them in RRA (Round
Robin Archives) as RRD files. Within one RRD file, several archives might be included:
an archive for primary data point (PDP) and the other archives for several consolidated data
point (CDP) derived from PDP. We can use command similar as the following to extract
the traffic data of PDP of Internet2.
rrdtool fetch samplelink.rrd AVERAGE –start 1212296400 –end
1212296400+86390 > traffic.data
In above example, “samplelink.rrd” is the name of the RRD file for a specific sample link.
RRDtool extracts the traffic data within the specified period (with specified start time and
end time) in the sample link and stores them in the file of “traffic.data”. Internet2 RRD
files store the latest three years’ link traffic data of Internet2 at a minimum interval of 10
seconds, and we consolidated them to the traffic data in interval of 5 minutes for our experi-
ments. Currently, we just want to show the performance of our methods and to simplify the
calculation, we select the longer sampling interval. Also, 5 minutes interval for sampling
traffic is commonly used by ISPs. Based on that, Internet2 link utilization can be calculated
by the standard formula. In fact, in each time slot (5 minutes), a specific bidirectional link
will be sampled twice separately in both end sites (site A and site B) and each sampling
data includes traffic data in two directions: outgoing and incoming. At a specific time slot,
the outgoing traffic data of site A might not equal to the incoming traffic data of site B,
is because both sites’ sampling time might not be exactly the same. Our rule is to use the
maximum value of the four sample data as the link traffic data at that time slot. Since we are
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trying to reduce the possible congestion, the maximum value seems to be more reasonable
than the average value in terms of acting as the link traffic data.
4.1.3 Synthetic network
Our synthetic network utilizes almost the same network topology as Internet2 except that
we assume the existence of a bundle link in each link. Internet2 does not apply bundle link
technique since a 10GE link is enough to carry its traffic; while in commercial ISP network
bundle links are commonly applied. To simulate a large ISP network, in our synthetic
network, we replace each link of Internet2 by a bundle link composed of ten 1GE optical
sublinks, i.e., the same bandwidth but 10 times as many links as before. And we assume
each sublink carries one-tenth of the link traffic of the original Internet2 link. In this way,
the total traffic of each bundle link is the same as that of the original Internet2 link. The
Seattle
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Salt Lake City
Atlanta
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Chicago
Washington
New York
Figure 4.1: Topology of Internet2
synthetic network topology is shown in Fig. 4.1 which includes 9 sites and 26 bundle links
(totally 260 pairs of 1GE bidirectional fibers). In original Internet2 topology, between each
two directly-connected nodes, there are two separate links to serve different purposes and
their link traffic shapes generally have big differences. We keep the same configuration in
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Table 4.1: Bundle links in synthetic network
Site1 Site2 Bundle Link ID Number of fibers
CHIC ATLA COMPOSITE LINKCL5419 10
CHIC ATLA COMPOSITE LINKCL5638 10
HOUS ATLA COMPOSITE LINKCL5423 10
HOUS ATLA COMPOSITE LINKCL5562 10
WASH ATLA COMPOSITE LINKCL5133 10
WASH ATLA COMPOSITE LINKCL5251 10
KANS CHIC COMPOSITE LINKCL5567 10
KANS CHIC COMPOSITE LINKCL5568 10
NEWY CHIC COMPOSITE LINKCL5239 10
NEWY CHIC COMPOSITE LINKCL5667 10
WASH CHIC COMPOSITE LINKCL5250 10
WASH CHIC COMPOSITE LINKCL5637 10
KANS HOUS COMPOSITE LINKCL5560 10
KANS HOUS COMPOSITE LINKCL5561 10
LOSA HOUS COMPOSITE LINKCL5559 10
LOSA HOUS COMPOSITE LINKCL5581 10
SALT KANS COMPOSITE LINKCL5138 10
SALT KANS COMPOSITE LINKCL5566 10
SALT LOSA COMPOSITE LINKCL5563 10
SALT LOSA COMPOSITE LINKCL5571 10
SEAT LOSA COMPOSITE LINKCL5564 10
SEAT LOSA COMPOSITE LINKCL5572 10
WASH NEWY COMPOSITE LINKCL4643 10
WASH NEWY COMPOSITE LINKCL5242 10
SEAT SALT COMPOSITE LINKCL5565 10
SEAT SALT COMPOSITE LINKCL5573 10
our synthetic network, thus, actually there are 26 bundle links in the topology.
Table 4.1 shows the information of all bundle links in our synthetic network.
Thirty days (from July 1, 2010 to July 30, 2010) worth of link utilization data are
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Table 4.2: Typical link traffic information extracted from Internet2 RRD file
Timestamp Input Output
1212296410 6.0812216354e-07 5.1619134628e-07
1212296420 5.0450804956e-07 4.5207642781e-07
1212296430 5.8053464978e-07 5.6639656430e-07
1212296440 5.6483092482e-07 5.5529660413e-07
1212296450 4.9683281349e-07 4.6534343965e-07
1212296460 5.2271588971e-07 4.9615828455e-07
extracted from Internet2 for experimental analysis and a typical link utilization data set is
shown in Table 4.2.
4.2 Pre-experiment Observations
We start from the following observations: (1) A bundle link usually consists of several phys-
ical (SONET) links, which may have very low utilization. For example, bundle link 5423
from Atlanta to Houston consists of 10 physical links and their utilization is commonly less
than 1%. (2) The energy consumed at the router ports due to a physical (SONET) link is re-
lated to its state (ON/OFF) and not related to its utilization. The method of rate adaptation
does not contribute much energy saving here; ports must be shut down [15].
To avoid the problem of energy consumption differing in products from different ven-
dors, we use port-hour or port-5minutes as energy-saving unit instead of watts for evalua-
tion. Although we only investigate shutting off the pair of router ports for a sublink, in an
actual network, the energy consumption due to the other devices such as transponders and
amplifiers, can also be reduced. Specifically, the transponders consume a lot of energy and
cost in optical networks. Furthermore, if all the ports in a line card are shut down, the whole
line card could be shut down and the energy savings of line card will be greater than that
of shutting down its attached ports. To fully uncover the energy savings in these scenarios
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might introduce complicated and diverse cases. To simply the calculation, we just count
the number of ports shut down in core routers and prefer using percentage of shut down
ports vs total ports to evaluate the energy saving performance of our method.
4.3 Simulation Experiment Procedure and Results
4.3.1 Simulation experiments in bin packing case
As discussed before, our proposed algorithm in bin packing case normally would generate
more energy savings. In our experiment, we first consider the energy savings in bin packing
case and we would like to know the maximum value of potential energy saving in our
synthetic network within 30 days, that is, the upper bound of our method. In bin packing
case, assigning an appropriate threshold value for each bundle link is tricky. First the
threshold cannot be too high (very close to 100%), since bringing up a sublink takes time
(on the order of milliseconds) and the new sublink may not be ready to carry traffic and a
large quantity of data might be lost. Secondly it is inefficient if the threshold is set too low
(such as 40%). A tradeoff is made between the two extreme scenarios to keep the system
sensitive and efficient. In our experiment, a preliminary threshold was set as 90% for each
bundle link to check the energy saving and risk since 90% is close to the link capacity
while still leaving some headroom to adapt to the bursty traffic. Also we conduct the same
experiment but set the threshold as 80% for comparison. An optimal threshold value could
be calculated from the statistical analysis of long-term historical utilization data.
In addition to setting the threshold to reasonable values (such as 90%), we set the thresh-
old to 100% and assuming that the link traffic demand of each time slot is known in advance
in order to calculate the theoretical optimum (least) number of sublinks needed for each
bundle link to carry all of its traffic in each time slot. Note that as pointed out earlier, this
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optimum cannot be reached in practical settings due to high traffic variation and risk of data
loss. The upper bound is shown in the figures (Fig. 4.2, Fig. 4.3, Fig. 4.4) as dotted lines.
Then, an experiment using our FLHT algorithm was conducted to check the energy
saving performance. In the experiment, the threshold is set as 90% for each bundle link.
We would like to know whether setting the threshold as 90% is safe enough or not to handle
the varying traffic in this scenario, that is, we wish to verify whether one more active sublink
is enough or not to carry the new traffic. Imagine that the traffic increases too much in the
next time slot, thus, one new sublink is not enough to carry the new traffic. Adding two
or more active sublinks each time we add new sublinks can help reduce the possibilities of
traffic congestion at the cost of decreased energy savings.
Fig. 4.2 shows the energy saving of the last time slot (23:55:00) for 30 days. The energy
saving in one day is shown in Fig. 4.3. The energy saving in 30 days is shown in Fig. 4.4.
During almost the whole month of July 2010, all bundle links in the synthetic network can
save around 86% of total ports energy which is more than 160,000 port*hours in total.
As a result of applying FLHT algorithm and setting 90% as the threshold and deploying
low add-sublink strategy, traffic congestion occurs in less than 6111 of the 224,640 time
slots in the 30 days period across all the bundle links in the network (or 2.7% of the time
slots); while changing the setting to the medium aggressive add-sublink strategy, the time
slots of traffic congestion reduced to 0.18%. Even in the latter setting, the energy savings
are still considerable. Fig. 4.2. shows that in a single time slot (the last time slot of a day)
of 30 days energy of 188 port*5minutes could be saved. Fig. 4.3. shows that on a particular
day energy of 63522 port*5minutes could be saved. Fig. 4.4. shows that on a particular
30 day period energy of 1,926,650 port*5minutes could be saved. We can see in all three
example cases most ports can be shut down and significant energy can be saved. Results
from additional experiments (with 80% as threshold) provide similar but decreased savings
in energy.
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Figure 4.2: Energy savings of one time slot setting 90% as the threshold
4.3.2 Simulation experiments for different parameter settings
In previous experiments, we utilized the fixed threshold and the fixed add-sublink strategy
to evaluate the energy-saving performance of our FLHT algorithm in bin packing case. We
found that most of the port energy can be saved with small cases of congestion. Now we
attempt to deploy different parameter settings to reduce the cases of congestion to reach
a better tradeoff. As we discussed in chapter 3, DLHT means the FLHT algorithm with
dynamic parameter settings. The DLHT-Low, DLHT-Medium, DLHT-High algorithms
respectively mean deploying the add-sublink strategy of adding one or two or three sublinks
each time it needs more bandwidth. In this experiment, we select three link utilization
thresholds (90%, 80%, 60%) to be applied in our DLHT algorithm of bin packing case and
we compare their performances. First, we deployed DLHT-Low algorithm on our synthetic
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Figure 4.3: Energy savings in one day setting 90% as the threshold
network and check how different thresholds affect the energy-savings. The result is shown
in Fig. 4.5. As we can see, changing the threshold from 90% to 60% only decreases
(around 2.3%) the energy savings slightly. Now we are interested in how the occurrences
of congestion and super congestion are affected in above scenarios. In this experiment, we
care about two link groups’ performance. The result is shown in Fig. 4.6. To make the
graph clear, we only show the result of setting 60% and 90% as the utilization thresholds.
The x-axis is an order of bundle links in which the first 13 links are the bundle links from
the very bursty group while the latter 13 links are the bundle links from the normal bursty
link group. First, we noticed that the very bursty link group incurs many more cases of
congestion and super congestion than the normal bursty link group. Actually the latter one
has close to zero cases of congestion and super congestion; so there is almost no difference
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Figure 4.4: Energy savings over 30 days setting 90% as the threshold
for the normal bursty link group by setting different utilization thresholds. While in the very
bursty link group, whether setting 60% or 90% as thresholds, the results are very different.
By setting the lower threshold, the number of congestion events is greatly decreased. The
number of super congestion almost remains the same in different utilization settings. This
is reasonable, since for the latest-activated sublink, changing utilization from 60% to 90%
will not change much the situation when the link traffic more than doubles. It seems that the
utilization setting is very effective in reducing the number of normal congestion in bursty
links.
Next we would like to evaluate the performance of different add-sublink strategies in
terms of reducing the number of super congestion events. Fig. 4.7 shows for a threshold
of 60%, the number of super congestion for DLHT-High, DLHT-Midium and DLHT-Low
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Figure 4.5: Comparison of energy savings deploying DLHT-Low algorithm
across 30 days. From Fig. 4.7, we can see that more aggressive strategy of DLHT algorithm
could greatly reduce the cases of super congestion for the bursty link group.
From above analysis, we know that for normal bursty link group deploying the low
aggressive DLHT algorithm and setting 90% as the utilization threshold is good enough;
while for the very bursty link group, it had better use more aggressive DLHT algorithms to
reduce the cases of super congestion and setting lower utilization threshold to decrease the
cases of normal congestion. It seems that the corresponding loss in energy saving is almost
negligible, but in fact we are missing one consideration which is the energy consumption
for shutting down and bringing up sublinks.
Table 4.3 shows the sublink operations in several parameter combinations. It shows that
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Table 4.3: Comparison of number of sublink operations in 9 parameter combinations
Strategy//Utilization 60% 80% 90%
DLHT-HighAggressive 126255 98859 76264
DLHT-MediumAggressive 73202 58518 47380
DLHT-LowAggressive 30267 26600 24303
a more aggressive DLHT algorithm and lower utilization threshold would result in more
sublink operations, thus, consuming more energy. The increased energy consumption in
sublink operations might offset the benefit. However, this is an area of of future work. By
above experimental result analysis, we can set different parameter combinations to differ-
ent bundle links according to how bursty they are. We incorporate such hybrid parameters
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Figure 4.7: Comparison of super congestion of three DLHT algorithms
setting into our DLHT algorithms and refer to them as HDLHT (Hybrid DLHT) algorithms.
Deploying HDLHT could reduce the cases of congestion and super congestion and keep
limited loss of energy savings. To simply the calculation, we use a simple way to evaluate
our idea: just use the parameter combination of DLHT-High algorithm and setting thresh-
old as 60% for the very bursty bundle link group and DLHT-Low algorithm and setting
threshold as 90% for the normal bursty bundle link group. Then we compare the results of
the HDLHT with results from previous work to measure the improvement. The compari-
son results are shown in Table 4.4. Table 4.4 shows that with the HDLHT algorithm, the
number of congestion and super congestion events are greatly reduced with very limited
(3.2%) decrease of energy savings. Although there are still a lot of cases of congestion and
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Table 4.4: Performance comparison between Hybrid DLHT and LHT algorithms
Algorithm congestion super congestion energy savings
Hybrid DLHT 1701 (0.76%) 94 (0.04%) 1855168 (82.58%)
LHT 6874 (3.1%) 390 (0.17%) 1916646 (85.32%)
super congestion, even deploying HDLHT algorithm, actually most of them come from
the very bursty link group which is much more bursty than the normal commercial ISP
link. For example, in our synthetic network case, the very bursty link group produces 1609
congestion and 94 super congestion while the normal bursty link group only produces 92
congestion and 0 super congestion. So this algorithm should have much better performance
when deployed in pure commercial networks.
4.3.3 Simulation experiments in load balancing case
As we discussed before, in load balancing case, each sublink in synthetic network has the
same link utilization, thus, more headroom is reserved. In this experiment, specifically,
we increase the link traffic by 50% to reserve the bandwidth capacity for the backup paths
which is important for survivable optical networks and consider the annual increase of net-
work traffic. Similar to the bin packing case, by a standard formula, the traffic data are
transferred to the corresponding link utilization then DLHT algorithm is deployed in this
scenario and we can test the performance of it in several different parameter settings. As
we discussed in Chapter 3, two strategies are added in load balancing case to improve the
DLHT algorithm which are floating threshold and delay remove-sublink operation mecha-
nism. In our experiment, we enable the threshold to be floating by slightly adjusting the
threshold value based on the value of the base threshold (we refer to the original planned
threshold as base threshold) and the current number of active sublinks. When the current
number of active sublinks is more than 4 and the base threshold is more than 80%, then we
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float the base threshold up by 5% and limit the adjusted floating threshold to be no more
than 95%. For example, currently there are five active sublinks and the base threshold is
85%, then the threshold will be automatically adjusted to 90%. When the current number
of active sublinks is more than 4 and the base threshold is no more than 80%, then we
float the base threshold up by 10% and still limit the adjusted floating threshold to be no
more than 95%. When the current number of active sublinks is no more than 2 and the
base threshold is more than 80%, then we float the base threshold down by 10%. When the
current number of active sublinks is no more than 2 and the base threshold is no more than
80%, then we float the base threshold down by 5%. Another strategy we deployed in the
experiment is the delay remove-sublink operation strategy, which we already discussed in
Chapter 3. It means when a congestion or super congestion occurs, the router will forbid the
operation of removing sublinks in the latter 10 time slots. Both of the two improvements
aim at reducing the congestion with a limited cost of energy savings.
Fig. 4.8 shows the comparisons of different parameter settings in load balancing case
and it indicates some interesting information. First, the lower threshold greatly reduces the
congestion but has limited influence in reducing the super congestion. Second, the more
aggressive strategy greatly reduces the super congestion cases but at the cost of increased
port operations which consume a lot of energy. Third, deploying different parameter set-
tings results in very little difference in energy savings if we ignore the energy consumed by
port operations.
Table 4.5 shows the performance comparisons of three solutions when setting 80%
as the basic threshold and using the least aggressive strategy. As we can see, the first
solution performs best in terms of energy savings. The other two lose very limited energy
savings while greatly reducing the occurrences of congestion or super congestion. The
third solution achieves a much better tradeoff than the previous two. The results prove
that introducing the floating threshold and the delay remove-sublink mechanism in load
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Table 4.5: Performance comparisons of three solutions
Solutions Energy savings congestion Super congestion Port operations
Fixed threshold
in bin packing 1904241 (84.77%) 4540 (2.02%) 396 (0.18%) 26600
Fixed threshold
in load balancing 1855331 (82.59%) 3840 (1.71%) 224 (0.1%) 35190
Floating threshold
with delay
in load balancing 1824134 (81.20%) 1960 (0.87%) 132 (0.06%) 36529
balancing case is useful to achieve better tradeoff.
The simulation experiments in load balancing case show that with different parameter
settings, the improved algorithm works well and achieves better tradeoff than the previ-
ous algorithms. We also note that in reality the load balancing technique cannot evenly
distribute the traffic among sublinks which might impair the efficiency of our algorithm.
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4.4 Summary
In this chapter, we discussed the simulation experiments deploying our proposed distributed
locally optimized approaches based on a synthetic network. We described the network
model and the simulation environment considered for running the experiments and calcu-
lated the energy saving upper bound. We tested FLHT algorithm in bin packing case. Then
we separately evaluated the effectiveness of different settings of two major parameters by
deploying DLHT algorithms and different thresholds in the synthetic network. Finally we
assigned different parameter settings to different bursty link groups. In load balancing
case, we conducted experiments with the improvement of deploying the floating threshold
and the delay remove-sublink mechanism and the experiments showed similar results and
proved the validity of the two improvements. The simulation experiment results showed
that most of router port energy consumption could be saved and with appropriate setting,
the occurrences of congestion can be greatly reduced with very limited loss of energy sav-
ings. The conclusions and future work are discussed in the next chapter.
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Chapter 5
Conclusions and Future Work
In this chapter we present the conclusions and future work of our project.
5.1 Conclusions
In this thesis, we proposed distributed locally optimized algorithms to achieve energy sav-
ings in core networks deploying the bundle link technique. For the two cases of traffic dis-
tribution in bundle link (bin packing and load balancing), we separately proposed slightly
different strategies to trigger port operations of shutting down or bringing up sublinks. To
reach a better tradeoff between energy savings and congestion risk, we evaluate the perfor-
mance of different parameter settings in both these cases. Finally, we apply different pa-
rameter settings to different bundle links according to how bursty they are to greatly reduce
cases of congestion. A group of simulation experiments were conducted on an Internet2
based synthetic network.
The simulation experiments deploying fixed threshold (90%) and least aggressive add-
sublink strategy in bin packing case show that substantial energy savings could be achieved
with a limited amount of congestion. Later we consider different value settings of two
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major parameters and appropriate assignments to different bursty links to achieve a better
tradeoff. Then for experiments in the load balancing case, the algorithm deploying a float-
ing threshold and delay mechanism greatly reduced cases of congestion with limited energy
savings loss. All of the above experiments show that although traffic is unpredictable, with
appropriate settings, our distributed methods work well and achieve energy savings close
to optimal without substantial data loss. Ignoring the cost of port operations, the energy
savings achievable is very promising, i.e., 86% of the energy can be saved in bin packing
case. Due to local decision making, our method responds quickly and is more effective than
global optimized methods and can be deployed in a distributed manner without scalability
problems. We note that the theoretical maximal energy saving in global-optimized methods
is higher than that of our local-optimized methods. The detailed performance comparison
of these two types of algorithms is left as future work.
5.2 Future Work
Several tasks are left as future work such as deploying the distributed local-optimized al-
gorithm online in pure commercial networks to show more realistic performance and de-
ploying Round-Robin algorithm on router port allocation. Also we can consider the offset
effect of the increased energy savings from rising port operations. A protocol to synchro-
nize the steps for two routers’ port operations could be developed. The alarm mechanism
in network management needs to be modified to deal with the issues related to port opera-
tions of rightsizing bundle links since they could generate unnecessary alarms for network
management system and the subsequent response or operations such as rerouting could be
triggered if the management system is not aware of the “fakeness” of the alarms. Also dy-
namically adjusting the capacity of the bundle links modifies the capability set of the router
and this information should be synchronized with the network management system. We did
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not consider the time effect in this work. Across a day or during weekdays or weekends,
the burstiness of links could be different. So we could introduce a relationship between
the burstiness and the time element into the algorithm design such as the approaches in [?].
Currently, our algorithms only use the traffic data information in the previous time slot. We
could utilize the traffic information from several previous time slots and assign different
weights to them to better exploit the historical traffic information to save energy. Also,
shutting down some sublinks could impact the network survivability. We did not deeply
investigate this problem now. We plan to investigate the influence of our methods on the
network survivability and on the traffic over the backup path. We would like to have a per-
formance comparison for global-optimized methods and local-optimized methods. Finally,
we could investigate the dynamic threshold which is dynamically adjusting the threshold
according to the burstiness of the bundle link in different time periods. For example, we
can set the threshold higher when the bundle link traffic is smooth and set it lower when
the bundle link traffic is bursty.
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